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bime d EMC Cable Glands

The Bimed EMC cable gland range offers three primary types of spring contact that combine the same IP68 protection and clamping

range as the standard nickel plated brass gland but with the added benefit of EMC protection. The innovative product design across
all three series delivers features that make the product effective yet simple to install. The diagram below demonstrates just how easy

to use this product is.
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Fix the cable gland to the panel Remove the outer sheath Insert the cable moving the Lock and tighten
of the cable to reveal the screen screen up to the EMC spring

Bimed's EMC cable gland range is available in three families as follows:

- Generation Two - EMC performance is achieved by the use of a fixed Beryllium Copper spring that offers superior elastic
modulus properties over competitors stainless steel springs enabling a positive contact with either copper braids or tapes.

- Generation Three - This Series offers all of the benefits offered in the generation two range, but with open spring fingers
that allow for both horizontal and longitudinal movement of cables during assembly.

- Generation Four - Offers all of the features and benefits of the 2nd & 3rd generation products, but with the addition of
Bimed’s patented reverse action spring that offers superior performance under conditions of vibration.
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This short form details the range of IP68 EMC cable glands available from Bimed throught AP Technology
offering an in depth range of high quality metallic cable glands coupled with a commercially attractive offer
to the martket.

When viewing this publication electronically, clicking one of the buttons below will take you directly to that gland series page.
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For further information on Bimed'’s extensive range of cable glands or to arrange a visit by a member of our team,
please do not hesitate to contact us on the number below
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Technical details
Material Body

Seal

Material of EMC Spring

Protection Class

Temperature Range

Clamping Insert
O Ring

Approvals

Brass, Nickel Plated
Neoprene
Copper Beryllium
IP 68

-40°C to 100°C
Polyamide 6

NBR

UL, CSA & VDE

bimed

Metric Thread - 4th Generation EMC Cable Glands

M12x1.5 M16 x 1.5 M20X 1.5 M20X15 M25X15 M32X 1.5 M40 X 1.5 M50 X 1.5 M63 X 1.5 M63 X 1.5

Part No. BMEM-ES-G4 | BMEM-E1-G4 |BMEM-E25-G4 | BMEM-E2-G4 | BMEM-E3-G4 | BMEM-E4-G4 | BMEM-E5-G4 | BMEM-E6-G4 | BMEM-E7-G4 |BMEM-E7L-G4
D (mm) 12 16 20 20 25 32 40 50 63 63
TL (mm) 6 6 6 8 8 9 9 9 14 10
Spanner 1 (mm) 14 20 22 24 30 40 50 58 68 75
Spanner 2 (mm) 14 20 22 24 30 40 50 60 64 75
Max Height (mm) 28 34 32 3g 42 50 57 67 69 72
Clamping Range (mm)

Min @ 3 5 6 7.5 10 16 22 30 34 37
Max @ 6.5 10 12 14 18 25 32 g 44 53
Shield Diameter Range (mm)

Min @ 2 35 45 5.5 7 12 18 26 30 33
Max @ 5 8 10 115 14 20 27 34 40 49
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bimed

Technical details

Material Body Brass, Nickel Plated
Seal Neoprene

Material of EMC Spring Copper Beryllium
Protection Class IP 68

Temperature Range -40°C to 100°C
Clamping Insert Polyamide 6

O Ring NBR

Approvals UL, CSA & VDE

Pg Thread - 4th Generation EMC Cable Glands

Size Pg7 Pg9 Pgi11 Pg 13.5 Pg 16 Pg21 Pg29 Pg 36 Pg 42 Pg 48
Part No. BSEM-E1-G4 | BSEM-E2-G4 |BSEM-E3-G4 | BSEM-E4-G4 |BSEM-E5-G4 |BSEM-E6-G4 | BMEM-E7-G4 | BSEM-E8-G4 |BSEM-E9-G4 |BSEM-E0-G4
D (mm) 12.5 15.2 18.6 20.4 225 283 37 47 54 59.3
TL (mm) 6 6 6 8 8 9 9 9 14
Spanner 1 (mm) 14 20 22 24 30 40 50 58 68
Spanner 2 (mm) 14 20 22 24 30 40 50 60 64
Max Height (mm) 22 28 26 30 33 41 48

Clamping Range (mm)

Min @ 3 5 6 7.5 10 16 22 30 34
Max @ 6.5 10 12 14 18 25 32 38 44
Shield Diameter Range (mm)

Min @ 2 3.5 4.5 5.5 12 12 18 26 30
Max @ 5 8 10 115 20 20 27 34 40
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Seal

O Ring

Approvals

Technical details
Material Body

Material of EMC Spring
Protection Class
Temperature Range

Clamping Insert

NPT Thread - 2nd Generation EMC Cable Glands

Size NPT 3/8" NPT 1/2” NPT 3/4" NPT 1”
Part No. BNEM-01 BNEM-02 BMEM-03 BNEMI4
TD (mm) 17 21.2 26.5 33.2
TL (mm) 11.5 13 13 13
Spanner 1 (mm) 20 2 30 40
Spanner 2 (mm) 20 22 30 43
Clamping Range (mm)
Min @ 5.0 6.0 13.0 18.0
Max @ 10.0 12.0 18.0 25.0
Shield Diameter Range (mm)
| Min @ 4.0 3.5 11.0 16.0
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Technical details

Material Brass,Nickel Plated

Metric Thread - EMC Brass Lock Nuts

Size M12x1.5 M16x1.5 M20x1.5 M25x1.5 M32x1.5 MA40x1.5 M50X1.5 M63X1.5
Part No. BMEL-01 | BMEL-02 | BMEL-03 | BMEL-04 | BMEL-05 | BMEL-06 | BMEL-07 | BMEL-08
Spanner (mm) 15 19 24 30 36 46 60 70

Pg Thread - EMC Brass Lock Nuts

Size Pg7 Pg9 Pg11 Pg13.5 Pg 16 Pg21 Pg29 Pg 36 Pg 42 Pg 48
Part No. BSEL-01 | BSEL-02 | BSEL-03 | BSEL-04 | BSEL-05 | BSEL-06 | BSEL-07 | BSEL-08 | BSEL-09 | BSEL-10
Spanner (mm) 15 18 21 23 26 32 a1 51 60 64

In addition to bimeds extensive range of hexagonal lock nuts a range of non-flanged lock nuts is also available, for further details please contact us.
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